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Wireless Remote 
Control included

Attachment Clip 
included
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Superior Sound Quality 
from the Company 
that Knows Music Best
With over a century of experience in building fine 

pianos and other musical instruments, and as a leader 

in home and professional audio equipment, 

Yamaha has a deep affinity with music and musicians. 

Our two new POCKETRAK models, with 24bit/96kHz 

sound quality and superb operating ease, 

will give both professional and amateur musicians all 

the recording capabilities they want and more!
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High capacity 2GB
internal memory

World’s smallest and lightest recorder 
(2oz./57g with battery)*

24bit/96kHz recording capability

26-hour MP3 recording time

Attachment Clip included

* W** Wi* Wi* With 2thth 24bi4bit/96k/96k96kHz cHz capabapabapabp ilitilitility. By. By. By. asedasedasede  on  on  on on YamaYamaYamam ha dha dha dh ata.ata.ata.
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Amazing Combination of Quality  and Convenience

Looking for the best way to record your music lessons, 

practices, band rehearsals? You’ve found it. The C24 

delivers 24bit/96kHz sound quality in the world’s 

smallest size, and is packed with helpful features.
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Recording mode

Linear PCM (24bit/96kHz)

Linear PCM (16bit/44.1kHz)

Stereo MP3 (320kbps)

2GB 16GB8GB

microSD card Max.time

The listed recording times are approximate. Actual recording time will depend on the specific microSD memory card 
used. If multiple audio files are recorded the total recording time will be less than listed above. The maximum size of any 
single audiofile is 2 GB.

55m

3h 00m

13h 30m

7h 20m

24h 00m

108h 00m

3h 40m

12h 00m

54h 00m

Great Performance,  Great Convenience   —  Take It  Everywhere!

24bit/96kHz Recording — Better Quality than CD!

High Capacity Memory with microSD Cards

Two Great Practice Aids: Tuner and Metronome

Quick Startup

Amazingly Small and Lightweight
This mini recorder will go with you everywhere for recording band rehearsals, 

music lessons, conferences, meetings and more. Weighing only 2 ounces (57g) 

with battery and less than one inch (21mm) 

thick, it fits easily in a pocket or bag, so 

you’re always ready to record. 

Clip It Where You Want It
The supplied attachment clip lets you snap the 

recorder onto a music stand, mic stand or any 

convenient location. Small and light, it stays 

where you put it and won’t be in the way.

Surprisingly, this small pocket recorder offers digital 

audio recording with 24bit/96kHz resolution, which is 

higher than CD quality. Thanks to Yamaha technology, small size is not a 

sacrifice. Naturally, you can also use the MP3 format for longer recording.

The C24 has a built-in 2GB flash memory, providing 26 hours of MP3 recording 

time (PCM: 7 hours). Using the supplied 2GB microSD memory card doubles this 

amount. You can also use higher capacity cards.

The built-in tuner makes pitch adjustments easy and 

convenient. When using the tuner, the backlight 

turns on automatically. The metronome is also 

handy, giving you the desired tempo via both sound 

and LED. And you can record the music without 

recording the metronome sound.

Long-lasting Battery for Extended Recording
The C24 offers significantly longer recording time 

than comparable models. A single alkaline AAA 

battery will power the unit for up to 26 hours in MP3 

mode and 7 hours in the higher quality PCM mode. 

No more waiting for the recorder. Press the power button and you’re ready to 

record after just 4.5 seconds.

Time from power-on to recording ready

POCKETRAK C24/ W24

Company A

Company B

Company C

4.5s
10.0s

10.0s

15.0s

When using bundled microSD card

6 7



Onboard Speaker

High Quality Nondirectional Stereo Microphone
With a large mic built into its compact body, the C24 

records sound with excellent clarity. The mic is 

nondirectional, so you can record over a wide area without 

having to point it at each sound source. This makes it easy 

to record large groups like brass bands or choirs.

Even with its slim body, the C24 includes a speaker so you 

can check your recording on the spot or listen later at 

your leisure.

Slide out the USB connector and the C24 connects directly to 

a USB port. USB 2.0 compatibility means that an hour of 

recorded sound can be transferred in 10 seconds. Transfer 

recordings to your computer and email them right after 

they’ve been recorded. And because the C24 comes bundled 

with Cubase AI5 software, you have extensive editing and 

production capabilities. See pages 16 and 17 for CUBASE AI.

Direct USB Connection 

■  5-band equalizer lets you tailor the playback sound for optimum response.
■  High-pass filter automatically reduces wind noise and low frequency rumble.
■  Auto Level Control ensures best speech recording quality.
■  Recycle Bin folder makes it possible to retrieve deleted files.

(Actual size) W37.6 × H113.0 × D21.1mm

Attachment clip Alkaline 
AAA battery

Supplied 
Accessories

Other Features

Peak Limiter for Optimum Music Recording
Peak limiter prevents overload and distortion on high-level sounds.
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Extremely sensitive, top quality X-Y mic

Wireless Remote 
Control included

24bit/96kHz recording capability

Pocket size, weighs only 92 grams

High quality peak limiter built in

38-hour PCM recording time
MP3:MM  56 6 houhourhoho ssMP3 565666 hh

Large Stereo Mic and Ultra-handy  Wireless Remote Control

Compact and lightweight, the W24 features a large dual 

microphone assembly for outstanding stereo sound 

quality. What’s more, recording is more convenient 

than ever thanks to the supplied wireless remote 

control. It’s the perfect choice for effortless recording in 

the studio, on the stage or out in the field. 
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Exploded Microphone Diagram

Microphone Guard

Top Net

Microphone 
Capsule

Side Mesh

Side Net

Microphone 
 Holder

Top Mesh

Shock Mount

Microphone Configuration Characteristics for Music Recording
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Emphasized

left-right stereo effect.

Weak center pickup. 

Conventional Stereo Microphone X-Y Stereo Microphone

Natural stereo image.

Excellent center pickup.

Time lag

Phase variation due

to different pickup

points.  

Common pickup point

means uniform phase. 

Recording mode

Linear PCM (24bit/96kHz)

Linear PCM (16bit/44.1kHz)

Stereo MP3 (320kbps)

2GB 16GB8GB

microSD card Max.time

The listed recording times are approximate. Actual recording time will depend on the specific microSD memory card 
used. If multiple audio files are recorded the total recording time will be less than listed above. The maximum size of any 
single audiofile is 2 GB.

55m

3h 00m

13h 30m

7h 20m

24h 00m

108h 00m

3h 40m

12h 00m

54h 00m

D e s i g n e d  f o r  M a x i m u m  Pe r f o r m a n c e   a n d  C o n v e n i e n c e

Highest Quality X-Y Stereo Microphone
The microphone on a pocket recorder is extremely 

important in determining sound quality, and the 

sensitivity and coverage 

of this X-Y dual mic 

assembly are truly 

superior. It takes full 

advantage of the 

recorder’s 24bit/96kHz 

resolution.

Peak Limiter for Optimum Music Recording
When bands or orchestras hit high volume peaks, recording quality can suffer. 

The W24’s peak limiter instantly detects these high levels to prevent overload 

and distortion. Yamaha worked with musicians in studios to ensure that the 

limiter function is optimized for music recording.

38 Hours of PCM Recording with One Battery

High Capacity Memory with microSD Cards

The W24 far outdistances the competition with up to 38 

hours of PCM recording and 56 hours of MP3 recording 

from a single alkaline AA battery. Now you can 

concentrate on the music, not the battery.

Start, Stop and Replay from Anywhere 
The wireless remote control makes recording practice 

sessions much more convenient. You can position the 

W24 at the optimum recording location and operate it 

from your playing position, so you can record and listen 

over and over without having to move.

The W24 has a built-in 2GB flash memory, providing 3 

hours of PCM recording time (MP3: 13.5 hours). Using 

the supplied 2GB microSD memory card doubles this 

amount. You can also use higher capacity cards.

X-Y Configuration Provides Superior Music Recording
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Memorize Various Recording Settings
You can use the Scene function to memorize the settings 

for a variety of recording situations, such as choir practice 

or interviews, and assign names to them. Then each time 

you want to use a certain setting, you can recall it instantly.

The built-in speaker provides a quick and convenient way 

to check your recordings.

Onboard Speaker

When the group is ready to start, no one wants to wait for the recorder. With the 

W24, recording can begin just 4.5 seconds after pressing the power button.

Ready When You Are

Other Features
■  5-band equalizer lets you tailor the playback sound for optimum response.
■  High-pass filter automatically reduces wind noise and low frequency rumble.
■  Auto Level Control ensures best speech recording quality.
■  Recycle Bin folder makes it possible to retrieve deleted files.

Cubase AI5 Audio Workstation Software Supplied

The W24 comes bundled with Cubase AI5 software 
tools that give you extensive editing and production 
capabilities. See pages 16 and 17 for 
a full explanation.

(Actual size) W46.5 × H129.5 × D17.5mm
Wireless remote 
control

Alkaline 
AA battery

USB Cable Windscreen Microphone 
stand adaptor

Supplied 
Accessories

Tuner and Metronome
Tuner and metronome are built-in for added convenience.
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Record your band•s 

performances with 

the actual •liveŽ feeling. 

Record

Practices!

The C24’s non-directional 
microphone is ideal for 
capturing the full sound field 
at band practices. 

Record a brass band 
rehearsal easily and 
with high sound quality.
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